








TL-TN
Pedestrian low lift pallet trucks

Pedestrian low lift power pallet trucks TL and TN. The model range includes the TL for standard and
the TN for heavy-duty applications with capacities from 1.600 up to 3.000 kg.

Chassis: m The battery compartment is thoroughly enclosed within the chassis protecting the DIN and
BS standard batteries. Batteries are removed from the top but as an option side removal is available.
m The forks are manufactured of high resistance Domex steel. m The paint is applied by the most
advanced painting technology available. All non-painted components are treated for corrosion protection.
m The strong polyethylene bonnets are both resistant and flexible so as to absorb shocks without
deformation.

Tiller: m The welded tiller arm is oval to increase strength incorporating a new concept handle in high
resistance plastic. m The unique tiller shape and joint enables all operators to assume the most comfortable
operating position independently of stature. m The lightweight tiller is user friendly enabling continuous
use and ensuring minimum operator fatigue. On release the tiller returns to the upright position in a steady,
controlled manner. A standard feature of these models is the ability to drive the truck with the tiller in the
upright position at reduced speed in confined spaced.

Drive: m Reliable and powerful motors start from 1 kW (ac for TL model) up to 2.5 kW (for TN30),
ensuring equalperformance both laden and unladen.

Electronic system: m The power supply is 24V AC. m Traction and lift electronics are enclosed in one
static high frequency control unit with MOSFET type transistors. m The electronics incorporate a regenerative
braking system thus allowing energy recovery on release of the accelerator. m The service meter is
dual-purpose and is also used for fault detection. m The new electronic control systems are not only
silent but reduce overall power consumption, increasing battery life. The system constantly monitors the
functions of the pallet truck, protecting against power surge and damage to the battery.

m All electrical systems and wiring are produced to IP54 standard and protected against water spray
and dust infiltration, giving increased reliability. Saab electrical connections incorporated in the wiring
have increased protection to IP67 standard.

Braking system: Two different braking modes are incorporated as standard: m reverse current braking
(re-generative) m automatic electromagnetic parking brake with inductive sensors on the tiller at both
stop positions.

Maintenance: m Readily accessible lifting points facilitate battery installation and removal operations.
m OM staff can reprogram all the acceleration, braking and speed parameters via the electronic control system.
m The first service is due at 1.000 operational hours, except for those components stated otherwise.

Technical data are given as an indication.
OM Carrelli Elevatori reserves the right to modify them without notice.
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