








XD 40 -45 - 50

This forklift has been designed for heavy work, and is suitable for several uses, distinguished by its
sturdiness, reliability and top-class versatility.

The operators protection module is completely suspended. The F.S.C. - Full Suspended Cab system
reduces vibration to a minimum and, together with an acoustic insulation system, reduces noise level.
The MSG20 seat, the hydraulic levers situated at the side of the operator, the pedals in the same position
as they are in a car and the perfect visibility mean that the driver has a comfortable ergonomic working
position, making it easy to drive, reducing fatigue and improving performance.

The chassis has been designed by means of a CAD-3D system using the F.E.M (Finite Elements Methods)
calculation method which enables more torsional rigidity. Better stability is also ensured against bending
and double trace welding. The modular structure gives excellent access to all the internal components.

The new Iveco Diesel motor from the NEF series, conforming to the stage Il - 97/68/CE Directive, guarantees
high performance and is characterised by reduction in maintenance and by low fuel consumption.

It guarantees 60 Kw of power at 2200 revs and 320 Nm at 1400 revs of torque The new hydrodynamic
transmission with torque converter is ideal for use both in loading — unloading goods and in transporting
along long aisles. The ail bath disc brakes guarantee excellent braking capacity even in the most difficult
driving conditions. The inching system, which ensures precision in approach manoeuvring by giving
maximum lifting speed available at the same time, gives the truck flexibility and adaptability in various
work conditions.

The hydro-drive is a personalised steering wheel of small dimensions guaranteeing light and more precise
steering. The effort required is improved and is under 0.5 Kg.

The new steering axle obtained by fusion, means, thanks to the compact structure, a wider steering
angle, and a smaller turning circle and smaller work aisles Greasers positioned in contact points mean
excellent maintenance with reduction in time and costs.

The new lifting mast with optimised profiles together with the new fork holder plates guarantee perfect
visibility and high residual carrying capacity. High speed lifting means less time taken for movement

of goods and therefore lower running costs. Simplex, Duplex and Triplex masts are available, with lifting
capacity of up to 7500 mm.

Options: m Manual reverse gear, m MSG85 seats, m Fabric seats, m Heated fabric seating, m Work lighting,
m Flashing beacon, m Complete lighting system approved for road use, m No-trace tyres, m Catalytic converters,
m Particulate filters, m Integral sideshift, m Preparation for dusty environments, m Raised driving position.
m Various versions of operator protection cabin, air-conditioning and many other options mean a large
range for personalisation.

Technical data are given as an indication.
OM Carrelli Elevatori reserves the right to modify them without notice.
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