








XE 35-40-45-50
Counterbalanced fork lift truck

A chassis developed using the latest F.E.M. (Finite Elements Method) calculation methods provides greater
rigidity and stability, resulting in a compact truck which improves on the performances of previous trucks
but still maintains the residual load capacities.

The front axle with direct current separate excited motors gives an excellent torque and power curve.
The wet oil disc brakes are wear and maintenance free; they guarantee a very good braking effectiveness
and are also protected from dirt and water infiltrations. To recover energy and increase braking performances,
the truck is also provided with an electric braking system by accelerator’s release.

A completely updated electronic system using MOSFET and CANBUS technology transmits data more

quickly and responds more precisely to the controls, rendering the truck more responsive during all functions.

In addition, the “check control” system will immediately diagnose any malfunction. Our customer service
department can program all the customizable parameters of the machine in accordance with the customer’s

requirements.

The four-wheel steering axles have improved the stability and precision of the truck. Due to the increased
steering angle, thus reducing the turning circle, the forklift has become even more manoeuvrable.
The presence of lubricate points allows an easy lubrication of the steering axle, reducing wear and
maintenance costs.

The operator cab has been designed to enable all operator movements, as have the MSG20 seat, power-
assisted steering, and hydraulic levers to the side of the operator.

A powerful 80V, 20 kW lift motor provides high rates of lift speed. The electronic system optimizes
energy consumption, thus improving productivity.

The 80V DIN batteries have capacities from 525 to 930 Ah.

The new, optimized profiles of the masts and new fork carriage assembly provide improved visibility
and torsional rigidity, together with a high residual load capacity and lower maintenance costs. Simplex,
Duplex, Triplex with heights up to 7500 mm are available.

Options: the introduction in the price list of many options previously supplied only as special request
allows to short the time for offers and to fulfil all customer’s needs. Additional hydraulic ways, side shifts,
lights, different cab’s versions, are some of options available in the price list.

Technical data are given as an indication.
OM Carrelli Elevatori reserves the right to modify them without notice.
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