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The new XE 13-20ac is the latest expression of OM know-how in designing and building electric forklift
trucks. This range includes three and four wheels models from 1.3 to 2 tons. 

Thanks to the optimal spaces allocation and components layout, this range of trucks is perfectly fit to
work even in narrow environments achieving also the best comfort for the operator, who can be more
productive: the standard Grammer MSG 20 seat is able to deaden any vibration to reduce the operator
toil. As option the armrest equipped extra comfort seat MSG 65 by Grammer can be installed as well. 
In the cockpit everything is within reach: the LCD display reports all the needed information: speed,
steering wheels position, hour meter, battery charge indicator and diagnostics data.
The hydraulic levers are comfortably placed by the operator right side, increasing the precision and
safety of any mast movement. 

On the XE 13-20ac the two engines, the brakes and the transmission are integrated in a front axle and
protected against dust and water with an IP 54 grade. This focused design integration allows keeping
the noise level always low and lower than 70 dB.

The wet oil disk brakes assisting a powerful regenerative braking system is the best technical solution
for braking effect, modulability and being maintenance free, service costs. 
The new 48V AC front traction unit allows the best performance: energy efficiency, acceleration and
gradeability are among the best in its class.

Thanks to the electronic controller, designed basing on the latest technologies for power circuits, the
maximum part of the current coming from the battery is effectively routed to the engines with almost
no loss in heat.
Driver can easily choose among three different preset performance profiles affecting both traction and
lifting: maximum performance or battery endurance, on the display.
The new XE 13-20ac is covered by the OM INTRINSIC SAFETY PROGRAM dedicated to enforce the
highest level of safety in any working condition. OMISP includes: Automatic speed reduction in corners,
Mast Safety System -mast locked when the operator is not seated and electronic differential. 
These trucks retain their direction even when braking on problematic floors. The XE13-20 trucks range
is in compliance with ISO 3691-1 standards.
The AC lifting is powered by a 48V-9kW engine. The batteries, DIN standard compliant, range from 460
Ah to 750Ah.
Simplex, Duplex and Triplex masts are optionally available with lifting heights up to 6900mm.
Options: Manual fwd/rev switch, sideshifter, seats, lights, wheels, different versions of closed cabs

OM continually improves products as new technologies and components become available.
OM therefore, reserves the rights to change specifications without prior notice. 

XE 13 - 20ac

Electric counterbalanced fork lift trucks


