








CNi
battery removal

" 4

CN
battery removal

CN - CNi
Pedestrian Stacker Truck

The product line: This line has been specifically designed for intensive stocking operations at medium
height, and includes two models with a rated load capacity of 1400 kg and 2000 kg. The CNi version
is equipped with initial lift.

The structure: m The 4-point support with side tiller configuration provides a high degree of stability

as well as perfect visibility when loading and unloading at greater heights. m The traction unit and castor
wheel are completely enclosed within the frame, providing better protection for the operator’s feet.

m The CN and CNi models are available with two types of mast and chassis with a rated load capacity
of 1400 kg or 2000 kg m The different battery compartments in the two basic models can accommodate
a DIN battery in the CNi model and a battery with DIN elements in the CN model. The batteries are
completely enclosed within the frame (i.e. they are not visible) and are easily accessed by means

of a polyethylene cover. The battery in the CN model can be removed from the side and from the top
only in the CNi model. m The polyethylene battery covers - made from rotational technology- are very
strong and flexible and have the ability to withstand damage without buckling.

Tiller: m The new one piece tiller made from a very resistant plastic material with an oval-shaped tubular
arm that has been robotically welded. m The configuration and location of the tiller provides the best
working position for operators of all sizes. m The lightness of the tiller and the easy controls greatly reduce
operator fatigue even during long shifts. When released, the tiller accurately returns to the vertical position
without bumping or bouncing and without compromising operator safety. Standard tiller-operated proportional
control of the fork lift/lower functions.

Traction unit: m The separately excited traction motor has a rated power of 1 kW m The castor wheel
can be easily adjusted to provide excellent grip and stability

Lift unit: m Masts with a rated load capacity of 1400 kg and 2000 kg m Simplex, Duplex and Triplex
masts are available (the Simplex mast is not available on the CNi model) with ample visibility and lifting
heights up to 5,000 mm m Masts with either low free lift (PAL) or high free lift (GAL) are available.

m Two different lift motors are available (2.2 kW and 3 kW) to meet load capacity and lift height requirements

Braking: The truck features two separate braking systems: m Service brake = Inversion braking on the
traction motor (regenerative braking) performed by the electronic control when the butterfly direction
control is released. m Handbrake = Electromagnetic brake.

Electronic system: m 24 V DC power. m High frequency static electronic control of the traction motor
and pump on all models. m The hour meter signals any abnormal operation. m The new electronic
systems ensure low energy consumption and quiet operations. The control system protects the motor
and the battery from early wear by preventing high power spikes. m The electrical systems and wiring
are protected to IP 54 and are waterproof and dustproof, ensuring greater reliability over time.

m The SAAB terminal connectors are protected to IP 67. m Speed reduction when the forks are raised
from a predetermined range. m Automatic lowering of arms when the fork lift unit is operated (CNi).

m Lock-out of arm lift function when the forks are raised from a predetermined range (CNi).

Technical data are given as an indication.
OM Carrelli Elevatori reserves the right to modify them without notice.
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